
Red	Back	Wonder	Juice
Technical	Data	Sheet

Product	Description
Application Metal	Pipe	thread	Sealant
Cure Anaerobic
Viscosity Thixotropic
Appearance Yellow	(uncured)
Chemical	Type Methacrylate	Ester

Typical	properties	of	uncured	sealant
Gravity	@	25Degree	C 1.1
Flash	point >100	Deg	C
Cure	Speed 10	Minutes/12	Hours

Typical	properties	of	cured	material
Working	temperature -50	-		150+	degrees	C
Sealing	Tension Maximum	Sealing	Tension	69	Mpa
Breakaway	Torque	ISO-10964	(N.m) 8	-	18
Breakloose	Torque	ISO-10964	(N.m) 6	-	15
Coefficient	of	Thermal	expansion	ASTM	D	696,	 8	x	10⁻⁶
Coefficient	of	Thermal	Conductivity	ASTM	C177 0.10
pH 3	-	6

Cure	Properties
The	main	ingredient	of	Red	Back	Wonder	Juice	methacrylate	polymer,	it	is	a	one	component
metal	pipe	thread	sealant	that	begins	to	cure	when	confined	in	a	metal	thread	with	the	abscence
of	air.	Properly	tightened	fittings	will	seal	instantly	to	moderate	pressures.	For	maximum	
pressure	resistance	allow	the	product	ot	cure	for	24	hours.

Suitable	thread	types
Threads	to	be	non	porous	metal	with	at	least	one	thread	being	tapered.

Thread	preparation
Before	application	of	Wonder	Juice	the	threads	must	be	clean,	dry	and	free	of	rust.

Approvals
SGS approved for potable water
Approved to EU standard DIN EN 751-2
AGA approval number  AGA 8053 G
Approved by AGA for use on NG, LPG, TG and LLPG as a Class 111 Jointing Compound
Relevant Australian Standard 4623-2008

Storage
Safely store in a cool dry place (Optimal 8-21 degree C)


